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Model

HP200M3

HP250M3

HP250M3C

A B

270

270

270

629

629

629

C

980

D

1692

1987

19871275

1275

E

590

HP200M3/HP250M3 HP250M3C

Unit:mm
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Condensate 
drain hole

Condensate 
drain hole

Condensate 
drain hole



 

click

 

Available pressure 65 Pa 

160mm 180mm 

Drop 
Pressure 

(Pa) 
Equivalent 
1m-long 

Drop Pressure 
(Pa) 

Equivalent  
1m-long 

 
Smooth 
tube 1.9/1 meter 1 1.6/1 meter 1 

  
Bellows 3.6/1 meter 2 3.2/1 meter 2 

  
Elbow  7.0/unit 4 6.3/unit 4 

  
Air grid 9.0/unit 5 8.0/unit 5 

  

Installation suggestions: 
160mm 

x + y < 17 m (Smooth tube) 
x + y < 8 m (Bellows tube) 

 Installation suggestions: 
180mm 

x + y < 20 m (Smooth tube) 
x + y < 10 m (Bellows tube) 

 

 

x Meter-long y Meter-long

160/180mm 160/180mm
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123kwh 1
0

F1 = 16A

DCAC

Connection to a PV system  (HP200M3/HP250M3/HP250M3C)

Control cable for automatic 
connection/disconnection 

of the power supply
(2*0.75 mm², black cable)

Power cable 
(3*1.5 mm²)
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16A

Auto
1

0
123kwh 1

0

16A

Auto
1

0
123kwh 1

0
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Q tap f T m T p

kWh l/min °C °C
7:00 0.105 3 25
7:05 1.4 6 40

7:30 0.105 3 25
7:45 0.105 3 25
8:05 3.605 10 10 40
8:25 0.105 3 25

8:30 0.105 3 25
8:45 0.105 3 25
9:00 0.105 3 25
9:30 0.105 3 25

10:30 0.105 3 10 40
11:30 0.105 3 25
11:45 0.105 3 25
12:45 0.315 4 10 55

14:30 0.105 3 25
15:30 0.105 3 25
16:30 0.105 3 25
18:00 0.105 3 25

18:15 0.105 3 40
18:30 0.105 3 40
19:00 0.105 3 25

20:30 0.735 4 10 55
21:00 3.605 10 10 40
21:30 0.105 3 25
Q ref

h
L

11.655

HP200M3 HP250M3 HP250M3C

Ph/V/Hz AC220-240V, 50Hz AC220-240V, 50Hz AC220-240V, 50Hz

%

-

kWh/annum

kWh

dB

L

- L L L

Manufacturer

Address

Denomination

Intended use

Assembly type

Refrigerant

Model

single package

R134a/900g

The daily electricity
consumption (Qelec )

The sound power level
(indoors

Mixed water at 40 °C

Load profiles of water
heaters, Type

Qingdao Economic & Technology Development Zone Haier Water-Heater Co.,Ltd.

Haier Industry Park, Economic & Technology Development Zone, 266101 Qingdao,
PEOPLE'S REPUBLIC OF CHINA

Heat pump water heater

Hot water

Power supply

The water heating energy
efficiency ( wh)

Water heating energy
efficiency class

Annual energy consumption
(AEC)

119 117 117

Class A+ Class A+ Class A+

895 913 906

4.28 4.35 4.32

60 60 60

224 311 332




